
ADONIS IP67 ADONIS SW HE_ _ _ OL ___ _ IP67

24V

MOST VERSATILE LINEAR SYSTEM FOR OUTDOOR LIGHTING.

ADONIS IP67 is a modular outdoor lighting system for precise architectural grazing and defined

illumination. A range of optical versions enables exact light distribution across façades, walls and ceilings,

while translucent or solid end caps allow continuous light lines or controlled terminations. Freely scalable

in length and available with light sources from static white and tunable white to RGBW, ADONIS combines

optical precision with system versatility for demanding exterior applications.

CERTIFICATES

Conformité

Européenne

(CE)

Ecodesign

Directive

Environmental

Product

Declaration

(EPD)

ETL certified
Protection

Class III
WEEE

IECEE CB Scheme

IPx9 testing according to ISO 60598-1:2020 by Intertek

Salt mist testing according to DIN EN 60068-2-52:2018 by Intertek

Static load testing up to 10 kN according to EN 60598-2-13:2006 by Intertek
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ELECTRICAL & OUTPUT DATA (1)

Power [W/m] 5 10 15 20 28 36

Efficiency [lm/W] 54.1 64.9 66 67.7 69.7 71.4

Max. daisy chain length [m] 11.25 7.75 6.25 5 4 3

CRI / R9 85/19 85/19 85/19 85/19 85/19 85/19

Rf / Rg 81/95 81/95 81/95 81/95 81/95 81/95

Ambient temperature [°C] max 50 50 50 45 35 35

Housing Temperature [°C] max 70 70 70 75 85 85

Power [W/m] 5 10 15 20 28 36

Luminous flux [lm/m]

W818 200 470 700 950 1340 1810

W822 240 540 780 1100 1460 2100

W825 260 590 880 1200 1720 2280

W827 270 630 910 1270 1790 2410

W830 280 660 960 1290 1860 2500

W835 280 670 970 1310 1890 2570

W840 280 680 990 1350 1930 2580

W850 270 640 950 1280 1840 2450

(1): Light engine family: HYDRA HE SW HE ; Light distribution: OL - Opal low (sealed or cover) ; Light color / light source: Static White ; Profile color:

White (RAL9003) ; Integrated anti-glare: No integrated anti-glare ; Optional glare control accessory: No Accessories

PRODUCT INFORMATION

Product family ADONIS IP67 Protection class IP67

Luminaire type (rigid / flexible) Rigid luminaire Luminaire profile size Standard

Light distribution OL - Opal low (sealed or cover) Light color / light source Static White

Color rendering and efficiency HE - CRI > 80, high efficacy Light engine family HYDRA HE SW HE

Lumen maintenance (LED manufacturer specification) L80/B10 LED pitch / density High Density

ANSI LED binning 3 SDCM Integrated anti-glare No integrated anti-glare

Optional glare control accessory No Accessories Power supply position External PSU

Control technology No PSU with No Control Controller Input voltage [V] 24V DC

Storage temperature [°C] TS(min): -30°, TS(max): 85° Lifespan [h] 102,000
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AVAILABLE PRODUCT OPTIONS (2)

Light color /

light source
Power [W/m]

Color

temperature

(ANSI CCT)

Profile color
Integrated

anti-glare

Light

distribution

Cable /

connector

configuration

Mounting type

and accessory
Length [mm]

Protection

class

Static White 4 1800K Black

No

integrated

anti-glare

10E - 10° -

linear

optics

MO - Male

connector

one side

A0 -

Adjustable

Arm L40

202 IP67

Tunable

White (TW)
5 2000K

Grey

(RAL9022)

30E - 30° -

linear

optics

DC - Daisy

chain

A1 -

Adjustable

Arm L100

264

RGB 6 2200K
White

(RAL9003)

60E - 60° -

linear

optics

OO - Open

cable one

side only

A2 -

Adjustable

Arm L200

327

RGBW 10 2500K

OL - Opal

low (sealed

or cover)

OT - Open

cable both

sides

A3 -

Adjustable

Arm L300

...

11 2700K

IF -

Inground

frame

3,931

12 3000K

ML -

Mounting

lock -

vandal-

proof clip

3,952

15 3500K

SA -

Surface

adjustable

4,014

20 4000K

SH -

Surface

horizontal

24 5000K

SV -

Surface

Vertical

28 5700K

X - No

supplied

mounting

accessory

32
<1600K -

2700K

36
1800K -

3000K

40
2000K -

4000K

2200K -

4000K

2500K -

5700K

2500K -

6500K

2700K -

6500K

RGBW

3000K

RGBW

3500K

RGBW

4000K
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Light color /

light source
Power [W/m]

Color

temperature

(ANSI CCT)

Profile color
Integrated

anti-glare

Light

distribution

Cable /

connector

configuration

Mounting type

and accessory
Length [mm]

Protection

class

Non-static

white

NOTE (2) : The order code table shows all available options for each product. However some combinations are not possible, due to product design. Please use our online

configurator to specify your final product order code.
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AVAILABLE PRODUCT OPTIONS DARK-SKY (2)

Light color /

light source
Power [W/m]

Color

temperature

(ANSI CCT)

Profile color
Integrated

anti-glare

Light

distribution

Cable /

connector

configuration

Mounting type

and accessory
Length [mm]

Protection

class

Static White 4 1800K Black

No

integrated

anti-glare

10E - 10° -

linear

optics

MO - Male

connector

one side

ML -

Mounting

lock -

vandal-

proof clip

202 IP67

Tunable

White (TW)
5 2000K

Grey

(RAL9022)

30E - 30° -

linear

optics

DC - Daisy

chain

SH -

Surface

horizontal

264

6 2200K
White

(RAL9003)

60E - 60° -

linear

optics

OO - Open

cable one

side only

327

10 2500K

OL - Opal

low (sealed

or cover)

OT - Open

cable both

sides

...

11 2700K 3,889

12 3000K 3,952

15
<1600K -

2700K
4,014

20
1800K -

3000K

24

28

32

36

NOTE (2) : The order code table shows all available options for each product. However some combinations are not possible, due to product design. Please use our online

configurator to specify your final product order code.
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PHOTOMETRIC GRAPHS

BUG LIGHT DISTRIBUTION

Light engine family: HYDRA HE SW HE ; Light distribution: OL - Opal low (sealed or cover) ; Light color / light source: Static White ; Profile color: White

(RAL9003) ; Integrated anti-glare: No integrated anti-glare ; Optional glare control accessory: No Accessories
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TECHNICAL SPECIFICATIONS

For general tolerances, including length tolerances, please refer to the technical drawing.
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