
VENUS TC TV/3D IP67 VENUS TC _ _ _ OL __ _ IP67

24V

THE FLEXIBLE BENCHMARK FOR ORGANIC ARCHITECTURAL

INTEGRATION.

The VENUS TC family is a highly flexible linear lighting system developed for organic and complex

architectural forms. Available as Top View and full 3D bendable versions with identical cross‑section, it

enables seamless integration into curved and free‑flowing geometries. Designed for exterior architectural

applications, the system supports continuous, precise light lines that follow the architecture.

CERTIFICATES

Conformité

Européenne

(CE)

Ecodesign

Directive

Environmental

Product

Declaration

(EPD)

ETL certified
Protection

Class III
WEEE

IECEE CB Scheme

IPx7 testing according to IEC 60529:1989 by Intertek

Salt mist testing according to DIN EN 60068-2-52:2018 by Intertek

ELECTRICAL & OUTPUT DATA (1)

Power [W/m] 6 10 15

Efficiency [lm/W] 62 65.4 69.2

Max. daisy chain length [m] 12 9 6

CRI / R9 91/70 91/70 91/70

Rf / Rg 90/101 90/101 90/101

Ambient temperature [°C] max 50 50 40

Housing Temperature [°C] max 65 65 65
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Power [W/m] 6 10 15

Luminous flux [lm/m]

W922 300 510 800

W927 320 590 940

W930 350 620 1000

W935 360 630 1020

W940 370 640 1030

W945 370 650 1040

(1): Light engine family: VarioLED Flex Venus2 TV HD HC ; Light distribution: OL - Opal low (sealed or cover) ; Light color / light source: Static White ;

Profile color: White (RAL9003) ; Integrated anti-glare: No integrated anti-glare ; Optional glare control accessory: No Accessories

PRODUCT INFORMATION

Product family VENUS TC TV/3D IP67 Protection class IP67

Luminaire profile size Standard Profile color White (RAL9003)

Light distribution OL - Opal low (sealed or cover) Light color / light source Static White

Color rendering and efficiency HC - CRI > 90, standard efficacy Lumen maintenance (LED manufacturer specification) L80/B10

LED pitch / density High Density ANSI LED binning 3 SDCM

Integrated anti-glare No integrated anti-glare Optional glare control accessory No Accessories

Power supply position External PSU Control technology No PSU with No Control Controller

Input voltage [V] 24V DC Luminaire configuration Stand-alone luminaire

DarkSky certification Not DarkSky certified Case temperature [°C] TC(min): -25°, TC(max): 65°

Storage temperature [°C] TS(min): -30°, TS(max): 85° Lifespan [h] 60,000
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AVAILABLE PRODUCT OPTIONS (2)

Light color /

light source
Power [W/m]

Color

temperature

(ANSI CCT)

Profile color
Integrated

anti-glare

Light

distribution

Cable /

connector

configuration

Mounting type

and accessory
Length [mm]

Protection

class

Static White 6 2200K
White

(RAL9003)

No

integrated

anti-glare

20E - 20° -

linear

optics

MO - Male

connector

one side

CLC - Clear

PVC

holding clip

284 IP67

10 2700K

OL - Opal

low (sealed

or cover)

DC - Daisy

chain

CLH -

Mounting

Clip with

cable

channel

354

15 3000K

OO - Open

cable one

side only

CLL -

Mounting

Clip w/o

cable

channel

424

3500K

OT - Open

cable both

sides

MPH -

Mounting

profile with

cable

channel

...

4000K

MPL -

Mounting

profile

without

cable

channel

3,784

4500K

X - No

supplied

mounting

accessory

3,854

5000K 3,924

NOTE (2) : The order code table shows all available options for each product. However some combinations are not possible, due to product design. Please use our online

configurator to specify your final product order code.
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AVAILABLE PRODUCT OPTIONS DARK-SKY (2)

Light color /

light source
Power [W/m]

Color

temperature

(ANSI CCT)

Profile color
Integrated

anti-glare

Light

distribution

Cable /

connector

configuration

Mounting type

and accessory
Length [mm]

Protection

class

Static White 6 2200K
White

(RAL9003)

No

integrated

anti-glare

20E - 20° -

linear

optics

MO - Male

connector

one side

CLC - Clear

PVC

holding clip

284 IP67

10 2700K
DC - Daisy

chain

CLH -

Mounting

Clip with

cable

channel

354

15 3000K

OO - Open

cable one

side only

CLL -

Mounting

Clip w/o

cable

channel

424

OT - Open

cable both

sides

MPH -

Mounting

profile with

cable

channel

...

MPL -

Mounting

profile

without

cable

channel

3,784

3,854

3,924

NOTE (2) : The order code table shows all available options for each product. However some combinations are not possible, due to product design. Please use our online

configurator to specify your final product order code.
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TECHNICAL SPECIFICATIONS

For general tolerances, including length tolerances, please refer to the technical drawing.
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